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This document contains information based on data that is believed to be correct. 
However, the product may not be applicable to all uses and operating environments. 
No warranty or guarantee is expressed or implied. 

Cosmoline 1060 
Meets military specification MIL-PRF-11796C, Class 1A corrosion preventative 
compound 

DESCRIPTION 

DATA (TYPICAL VALUES) 
HEALTH AND SAFETY 

Refer to MSDS for proper handling and disposal. Please 

note that the MSDS includes handling, health and 

disposal information which should be passed on to your 

employees, and to anyone else who comes in contact 

with our product. Additional advice can also be obtained 

from your local Houghton representative. 

NOTE: Read and understand all precautions on container 

labels before using this product. 

Date  I version 
Code 

Cosmoline 1060 is a thick, non drying, dark, firm  grease-like 
product that produces no oil slick when submerged in salt 
water. Cosmoline 1060 provides unshielded outdoor storage 
for guns and other munitions, and is recommended for long 
term protection of highly finished parts. 

• Low-odor nature of the products optimizes worker 

acceptance. 

• Meets or exceeds military specifications which 

allows for government and military applications. 

• Long term protection (years) of your inventory 

investment  

FEATURES/ BENEFITS 

Flash point  350 F 

Melting point  155 F 

Non-Volatile content  100% 

Coverage  15 sq. ft./1b 

Dip application  175-200 F 

Spray application  200-220 F 


